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1968. 01. 

1977. 07. 
1979. 04.  

1980. 11.  
1980. 11.  
1981. 10.  

1990. 02.   
1995. 01.   
1996. 10. 
1996. 07.
1997. 02. 

2000. 01.  
2000. 04.  
2006. 06.  
2008. 02.  

2009. 03.   
2009. 06.   
2010. 08.   
2011. 12.   
2012. 01.   

Established Kuk Kwang Factory

Established Kuk Kwang Electric Co., Ltd.
Started producing Capacitors for Low voltage

Acquired KS for Low voltage capacitors
Acquired KS for electric appliance
Started producing Metalized Film for Film capacitors

Started producing Metalized Film for AC capacitors
Acquired ISO9002
Established China Corporation
Acquired 100PPM
Listed on KOSDAQ

Established NUINTEK VRK in Thailand
Change the company name to NUINTEK CO., LTD.
Acquired ISO14001
Selected as a capacitor supplier for AVANTE, Forte Hybrid Car from
HYUNDAI MOTORS.
Selected as a capacitor supplier for Sonata, K5 Hybrid Car from HYUNDAI MOTORS.
Selected as a capacitor supplier for Solar inverter from KACO New Energy.
Selected as a capacitor supplier for Blue-on EV from HYUNDAI MOTORS.
Awarded $30,000,000 Export Tower.
Developed High Voltage and Extra-high voltage Power capacitor 

History
1960’s
1970’s

1980’s

1990’s

2000’s

Thank you very much for your favorite use of our products. NUINTEK, who has been insisting on

Film Capacitors for 40years, is developing and manufacturing Metalized Film, extra high voltage

power capacitor, high voltage power capacitor, low voltage power capacitor, Capacitors for AC,

Renewable Energy (solar, Wind power, fuel cell and etc.) HEV/EV.

What NUINTEK is today, we owe all customers to a favor and help. Also, we think that to provide

the top quality with stable production to customers is the way to compensate their support.

Under a motto of our growth through customer’s satisfactions, we will do our best to grow

together with you.

Thank you!

President & CEO

Ki-Soo, Chang

Greeting

Quality History
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High Voltage Power capacitors
Character of High Voltage and Extra-high Voltage Power Capacitors (NH Type)

Specification
1. Location : outdoor or indoor type

2. Ambient Temperature : -20℃~+40℃ (24hours average Less than 35℃ , Less than 25℃ a year)

3. Max Permissible voltage : Rated voltage x 110%(Less than 12hours during 24hours)
Rated voltage x 115% (Less than 30min during 24hours)
Rated voltage x 120%(Less than 2times during 5minutes for 1month)
Rated voltage x 130%(Less than 2times during 1minutes for 1month)

4. Max Permissible over current : 130% of rated current  

5. Capacitance tolerance : -5%~+10% (Unbalance ratie between phases less than 108%)

6. .Withstand voltage (Between Terminals) : Rated voltage x 2, 1minutes

7. Withstand voltage (Terminals to Case) : (Insulating level 3A) 16kv, 1minutes
(Insulating level 6A) 22kv, 1minutes
(Insulating level 10A) 28kv, 1minutes
(Insulating level 20A) 50kv, 1minutes

8. Dissipation factor : Less than 0.35% (at 20℃)

9. Temperature rise : Less than 30deg (at rated voltage, 35℃) 

10. Discharge : Device Voltage decreases to Less then 50V in 5minutes when disconnected from power
source.

11. Reference standard : IEC 60871-1

12. Color : Munsell No. 5Y 7/1

Drawing

High voltage power capacitors (1-phase)

3.3KV, 1-Phase, 60Hz

Line
Voltage
[KV]

Rated
Voltage
[KV]

Rated
Capacity
[Kvar]

Rated
Current

[A]
Part No

Dimension [mm] Approximately
Weight
[Kg]A B C D E F G H

3.3 1.9

33.4 17.6 APJ-P3319133D 430 190 185 375 90 115 495 530 15
50.0 26.3 APJ-P3319150D 430 220 185 405 90 115 495 530 19
66.7 35.1 APJ-P3319166D 430 250 185 435 120 115 495 530 21
83.4 43.9 APJ-P3319183D 430 280 185 465 150 115 495 530 23
100 52.6 APJ-P33191100D 430 300 185 485 170 115 495 530 25
134 70.5 APJ-P33191134D 430 300 185 485 170 145 495 530 29
167 87.9 APJ-P33191167D 430 350 185 535 220 145 495 530 33
200 105.3 APJ-P33191200D 430 400 185 585 270 145 495 530 38
250 131.6 APJ-P33191250D 430 480 185 665 350 145 495 530 44

Line
Voltage
[KV]

Rated
Voltage
[KV]

Rated
Capacity
[Kvar]

Rated
Current

[A]
Part No

Dimension [mm] Approximately
Weight
[Kg]A B C D E F G H

6.6 3.8

33.4 8.8 APJ-P6638133D 430 190 185 375 90 115 495 530 15
50.0 13.2 APJ-P6638150D 430 220 185 405 90 115 495 530 19
66.7 17.6 APJ-P6638166D 430 250 185 435 120 115 495 530 21
83.4 21.9 APJ-P6638183D 430 280 185 465 150 115 495 530 23
100 26.3 APJ-P66381100D 430 300 185 485 170 115 495 530 25
134 35.3 APJ-P66381134D 430 300 185 485 170 145 495 530 29
167 43.9 APJ-P66381167D 430 350 185 535 220 145 495 530 33
200 52.6 APJ-P66381200D 430 400 185 585 270 145 495 530 38
250 65.8 APJ-P66381250D 430 480 185 665 350 145 495 530 44

6.6KV, 1-Phase, 60Hz

Notice) The above information subject to change, so please contact us before purchasing.

High Voltage and Extra-high 
Voltage Power capacitors
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Drawing

High voltage power capacitors (3-phase)

3.3KV, 3-Phase, 60Hz

6.6KV, 3-Phase, 60Hz

Notice) The above information subject to change, so please contact us before purchasing.

Drawing

High voltage power capacitors with NCS (Natural Current Sensor)

3.3KV, 3-Phase, 60Hz

6.6KV, 3-Phase, 60Hz

Notice) The above information subject to change, so please contact us before purchasing.

Line
Voltage
[KV]

Rated
Voltage
[KV]

Rated
Capacity
[Kvar]

Rated
Current

[A]
Part No

Dimension [mm] Approximately
Weight
[Kg]A B C D E F G H

3.3 3.3

10 1.7 APJ-P3333110S 430 190 185 375 90 115 495 530 16
15 2.6 APJ-P3333115S 430 190 185 375 90 115 495 530 16
20 3.5 APJ-P3333120S 430 190 185 375 90 115 495 530 16
25 4.4 APJ-P3333125S 430 190 185 375 90 115 495 530 16
30 5.2 APJ-P3333130S 430 190 185 375 90 115 495 530 16
50 8.7 APJ-P3333150S 430 220 185 405 90 115 495 530 21
75 13.1 APJ-P3333175S 430 250 185 435 120 115 495 530 23

100 17.5 APJ-P33331100S 430 300 185 485 170 115 495 530 27

Line
Voltage
[KV]

Rated
Voltage
[KV]

Rated
Capacity
[Kvar]

Rated
Current

[A]
Part No

Dimension [mm] Approximately
Weight
[Kg]A B C D E F G H

6.6 6.6

10 0.9 APJ-P6666110S 430 190 185 375 90 115 495 530 16
15 1.3 APJ-P6666115S 430 190 185 375 90 115 495 530 16
20 1.7 APJ-P6666120S 430 190 185 375 90 115 495 530 16
25 2.2 APJ-P6666125S 430 190 185 375 90 115 495 530 16
30 2.6 APJ-P6666130S 430 190 185 375 90 115 495 530 16
50 4.4 APJ-P6666150S 430 220 185 405 90 115 495 530 21
75 6.6 APJ-P6666175S 430 250 185 435 120 115 495 530 23

100 8.7 APJ-P66661100S 430 300 185 485 170 115 495 530 27

Line
Voltage
[KV]

Rated
Voltage
[KV]

Rated
Capacity
[Kvar]

Rated
Current

[A]
Part No

Dimension [mm] Approximately
Weight
[Kg]A B C D E F G H

3.3 3.3

150 26.2 APJ-P33331150S 430 350 185 535 130 145 495 530 36
200 35.0 APJ-P33331200S 430 420 185 605 200 145 495 530 41
250 43.7 APJ-P33331250S 430 520 185 705 300 145 495 530 50
300 52.5 APJ-P33331300S 430 580 185 765 360 145 495 530 55
400 70.0 APJ-P33331400S 430 620 185 805 400 175 495 530 67

500 87.5 APJ-P33331500S 430 760 185 945 540 175 495 530 80

Line
Voltage
[KV]

Rated
Voltage
[KV]

Rated
Capacity
[Kvar]

Rated
Current

[A]
Part No

Dimension [mm] Approximately
Weight
[Kg]A B C D E F G H

6.6 6.6

150 13.1 APJ-P66661150S 430 350 185 535 130 145 495 530 36
200 17.5 APJ-P66661200S 430 420 185 605 200 145 495 530 41
250 21.9 APJ-P66661250S 430 520 185 705 300 145 495 530 50
300 26.2 APJ-P66661300S 430 580 185 765 360 145 495 530 55
400 35.0 APJ-P66661400S 430 620 185 805 400 175 495 530 67

500 43.7 APJ-P66661500S 430 760 185 945 540 175 495 530 80
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22.9 KV, 6.6KV, 1-Phase, 60Hz

Extra-high Voltage Power capacitors Low Voltage Power Capacitor

Drawing Specification

Extra-high voltage power capacitors (1-phase)

Notice) The above information subject to change, so please contact us before purchasing.

22.9 KV, 13.2KV, 1-Phase, 60Hz

Low voltag power capacitor (SH Type)

1. Location : Indoor type

2. Ambient Temperature : -25℃~45℃ (Average Less than 35℃ a day, Average Less than 25℃ a year)

3. Max Permissible voltage : Rated voltage x 110% (Less than 8hours during 24hours) 
Rated voltage x 115% (Less than 30minute during 24hours)
Rated voltage x 120% (Less than 2times during 5minutes for 1month)
Rated voltage x 130% (Less than 1times during 1minutes for 1month)

4. Max Permissible Over current  : 130% of rated current

5. Capacitance tolerance : -5%~+15% (Unbalance ratie between phases less than 108%)

6. Withstand voltage (beteen Terminals) : rated voltage x 2.15, 10sec

7. Withstand voltage (Terminals to Case) : 3000VAC 60sec

8. Discharge Device : Voltage decreases to Less then 75V in 3minutes when disconnected from power
source.

9. Safety system : built in 

10. Application standard : IEC 60831

11. Color : Munsell No. 5Y 7/1(Except Al case)

Line
Voltage
[KV]

Rated
Voltage
[KV]

Rated
Capacity
[Kvar]

Rated
Current

[A]
Part No

Dimension [mm] Approximately
Weight
[Kg]A B C D E F G H

22.9 6.6

50.0 7.6 APJ-P2266150D 430 190 265 445 90 145 495 530 20
66.7 10.1 APJ-P2266166D 430 220 265 485 90 145 495 530 23
83.4 12.6 APJ-P2266183D 430 250 265 515 120 145 495 530 25
100 15.2 APJ-P22661100D 430 280 265 545 150 145 495 530 28
134 20.3 APJ-P22661134D 430 320 265 585 190 145 495 530 31
167 25.3 APJ-P22661167D 430 380 265 645 250 145 495 530 36
209 31.7 APJ-P22661209D 430 450 265 715 320 145 495 530 42
250 37.9 APJ-P22661250D 430 500 265 765 320 145 495 530 47
278 42.1 APJ-P22661278D 430 550 265 815 370 145 495 530 51
300 45.5 APJ-P22661300D 430 580 265 845 400 145 495 530 54

Line
Voltage
[KV]

Rated
Voltage
[KV]

Rated
Capacity
[Kvar]

Rated
Current

[A]
Part No

Dimension [mm] Approximately
Weight
[Kg]A B C D E F G H

22.9 13.2

50.0 3.8 APJ-P2213150D 430 220 265 485 90 145 495 530 23
66.7 5.1 APJ-P2213166D 430 220 265 485 90 145 495 530 23
83.4 6.3 APJ-P2213183D 430 250 265 515 120 145 495 530 25
100 7.6 APJ-P22131100D 430 280 265 545 150 145 495 530 28
134 10.2 APJ-P22131134D 430 320 265 585 190 145 495 530 31
167 12.7 APJ-P22131167D 430 380 265 645 250 145 495 530 36
209 15.8 APJ-P22131209D 430 450 265 715 320 145 495 530 42
250 18.9 APJ-P22131250D 430 500 265 765 320 145 495 530 47
278 21.1 APJ-P22131278D 430 550 265 815 370 145 495 530 51
300 22.7 APJ-P22131300D 430 580 265 845 400 145 495 530 54
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Rated
Voltage
[Vac]

Rated Capacity Part No Rated Current [A] Dimension [mm]
Fig

Kvar uF 1-Phase 3-Phase 1-Phase 3-Phase A B

220

- 75 DNU – 221756D DNU – 221756S 6.2 3.6 105 130 1

- 100 DNU – 221107D DNU – 221107S 8.3 4.8 130 155 1

- 150 ENU – 221157DS 12.4 7.2 105 140 2

- 175 ENU – 221177DS 14.5 8.4 130 165 2

- 200 ENU – 221207DS 16.6 9.6 130 165 2

- 250 ENU – 221257DS 20.7 12.0 130 165 3

- 300 ENU – 221307DS 24.9 14.4 130 165 3

- 400 ENU – 221407DS 33.2 19.2 150 185 3

- 500 ENU – 221507DS 41.5 23.9 200 235 3

- 600 ENU – 221607DS 49.8 28.7 200 235 3

- 700 ENU – 221707DS 58.1 33.5 20 285 3

- 750 ENU – 221757DS 62.2 35.9 250 285 3

- 800 ANU-221807D ANU-221807S 66.4 38.3 220 270 4

- 900 ANU-221907D ANU-221907S 74.6 43.1 230 280 4

- 1000 ANU-221108D ANU-221108S 82.9 47.8 240 290 4

10 548.1 ENU-22110KDS 45.5 26.2 220 255 3

15 822.1 ANU-22115KD ANU-22115KS 68.2 39.4 220 270 4

20 1096.1 ANU-22120KD ANU-22120KS 90.9 52.5 270 320 4

25 1370.1 ANU-22125KD ANU-22125KS 113.6 65.6 315 365 4

30 1644.2 ANU-22130KD ANU-22130KS 136.4 78.7 220 280 5

35 1918.2 ANU-22135KD ANU-22135KS 159.1 91.9 250 310 5

40 2192.2 ANU-22140KD ANU-22140KS 181.8 105.0 260 320 5

45 2466.2 ANU-22145KD ANU-22145KS 204.5 118.1 300 360 5

50 2740.3 ANU-22150KD ANU-22150KS 227.3 131.2 300 360 5

Drawing

Notice) The above information subject to change, so please contact us before purchasing.

Notice) The above information subject to change, so please contact us before purchasing.

220Vac, 60Hz

Low voltag power capacitor Low voltag power capacitor
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Rated
Voltage
[Vac]

Rated Capacity Part No Rated Current [A] Dimension [mm]
Fig

Kvar uF 1-Phase 3-Phase 1-Phase 3-Phase A B

380

- 5 DNU-381505D DNU-381505S 0.7 0.4 60 85 1

- 7.5 DNU-381755D DNU-381755S 1.1 0.6 60 85 1

- 10 DNU-381106D DNU-381106S 1.4 0.8 60 85 1

- 15 DNU-381156D DNU-381156S 2.2 1.2 60 85 1

- 20 DNU-381206D DNU-381206S 2.9 1.7 80 105 1

- 25 DNU-381256D DNU-381256S 3.6 2.1 80 105 1

- 30 DNU-381306D DNU-381306S 4.3 2.5 90 115 1

- 40 DNU-381406D DNU-381406S 5.7 3.3 105 130 1

- 50 DNU-381506D DNU-381506S 7.2 4.1 130 155 1

- 75 ENU-381756DS 10.7 6.2 105 140 2

- 100 ENU-381107DS 14.3 8.3 130 165 2

- 150 ENU-381157DS 21.5 12.4 130 165 3

- 200 ENU-381207DS 28.7 16.5 150 185 3

- 250 ENU-381257DS 35.8 20.7 170 205 3

- 300 ENU-381307DS 43.0 24.8 200 235 3

- 400 ENU-381407DS 57.3 33.1 250 285 3

- 500 ANU-381507D DNU-381507S 71.6 41.4 235 285 4

10 183.7 ENU-38110KDS 26.3 15.2 170 205 3

15 275.5 ENU-38115KDS 39.5 22.8 220 255 3

20 367.4 ENU-38120KDS 52.6 30.4 270 305 3

25 459.2 ANU-38125KD ANU-38125KS 65.8 38.0 200 260 5

30 551.1 ANU-38130KD ANU-38130KS 78.9 45.6 210 270 5

35 642.9 ANU-38135KD ANU-38135KS 92.1 53.2 240 300 5

40 734.8 ANU-38140KD ANU-38140KS 105.3 60.8 260 320 5

45 826.6 ANU-38145KD ANU-38145KS 118.4 68.4 260 320 5

50 918.5 ANU-38150KD ANU-38150KS 131.6 76.0 300 360 5

60 1102.2 ANU-38160KD ANU-38160KS 157.9 91.2 300 360 5

75 1377.7 ANU-38175KD ANU-38175KS 197.4 114.0 380 440 5

100 1836.97 ANU-381100KD ANU-381100KS 263.2 151.9 410 470 5

Rated
Voltage
[Vac]

Rated Capacity Part No Rated Current [A] Dimension [mm]
Fig

Kvar uF 1-Phase 3-Phase 1-Phase 3-Phase A B

400
75 1243.4 ANU-40175KS ANU-40175KD 187.5 108.3 340 400 5

100 1657.9 ANU-401100KS ANU-401100KD 250.0 144.3 410 470 5

380Vac, 60Hz

Rated
Voltage
[Vac]

Rated Capacity Part No Rated Current [A] Dimension [mm]
Fig

Kvar uF 1-Phase 3-Phase 1-Phase 3-Phase A B

440

- 10 DNU-441106D DNU-441106S 1.7 1.0 60 85 1

- 15 DNU-441156D DNU-441156S 2.5 1.4 70 95 1

- 20 DNU-441206D DNU-441206S 3.3 1.9 80 105 1

- 25 DNU-441256D DNU-441256S 4.2 2.4 90 115 1

- 30 DNU-441306D DNU-441306S 5.0 2.9 105 130 1

- 40 DNU-441406D DNU-441406S 6.6 3.8 130 155 1

- 50 ENU-441506DS 8.3 4.8 105 140 2

- 75 ENU-441756DS 12.4 7.2 130 165 2

- 100 DNU-441107DS 16.6 9.6 130 165 3

- 150 ENU-441157DS 24.9 14.4 150 185 3

- 200 ENU-441207DS 33.2 19.2 170 205 3

- 250 ENU-441257DS 41.5 23.9 200 235 3

- 300 ENU-441307DS 49.8 28.7 250 285 3

- 400 ANU-441407D DNU-441407S 66.4 38.3 260 310 4

- 500 ANU-441507D DNU-441507S 82.9 47.9 230 290 5

10 137.0 ENU–44110KDS 22.7 13.1 150 185 3

15 205.5 ENU–44115KDS 34.1 19.7 200 235 3

20 274.0 ENU–44120KDS 45.5 26.2 250 285 3

25 342.5 ANU–44125KD ANU–44125KS 56.8 32.8 230 280 4

30 411.0 ANU–44130KD ANU–44130KS 68.2 39.4 270 320 4

35 479.5 ANU–44135KD ANU–44135KS 79.5 45.9 220 280 5

40 548.1 ANU–44140KD ANU–44140KS 90.9 52.5 260 320 5

45 616.6 ANU–44145KD ANU–44145KS 102.3 59.1 280 340 5

50 685.1 ANU–44150KD ANU–44150KS 113.6 65.6 280 340 5

75 1027.6 ANU–44175KD ANU–44175KS 170.5 98.4 320 380 5

100 1370.1 ANU–441100KD ANU–441100KS 227.3 131.2 410 470 5

440Vac, 60Hz

400Vac, 60Hz

Notice) The above information subject to change, so please contact us before purchasing.

Notice) The above information subject to change, so please contact us before purchasing.

Low voltag power capacitor Low voltag power capacitor
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Rated
Voltage
[Vac]

Rated Capacity Part No Rated Current [A] Dimension [mm]
Fig

Kvar uF 1-Phase 3-Phase 1-Phase 3-Phase A B

480

10 115.1 ANU-48110KD ANU-48110KS 20.8 12.0 170 230 5

15 172.7 ANU-48115KD ANU-48115KS 31.3 18.0 170 230 5

20 230.3 ANU-48120KD ANU-48120KS 41.7 24.1 170 230 5

25 287.8 ANU-48125KD ANU-48125KS 52.1 30.1 200 260 5

30 345.4 ANU-48130KD ANU-48130KS 62.5 36.1 210 270 5

40 460.5 ANU-48140KD ANU-48140KS 83.3 48.1 230 290 5

75 863.5 ANU-48175KD ANU-48175KS 156.3 90.2 345 405 5

100 1151.3 ANU-481100KD ANU-481100KS 208.3 120.3 410 470 5

480Vac, 60Hz

Rated
Voltage
[Vac]

Rated Capacity Part No Rated Current [A] Dimension [mm]
Fig

Kvar uF 1-Phase 3-Phase 1-Phase 3-Phase A B

400

15 298.4 ANU-40215KD ANU-40215KS 37.5 21.7 240 290 4
20 397.9 ANU-40220KD ANU-40220KS 50.0 28.9 170 230 5
25 497.4 ANU-40225KD ANU-40225KS 62.5 36.1 210 270 5
30 596.8 ANU-40230KD ANU-40230KS 75.0 43.3 220 280 5
35 696.3 ANU-40235KD ANU-40235KS 87.5 50.5 250 310 5
40 795.8 ANU-40240KD ANU-40240KS 100.0 57.7 260 320 5
50 994.7 ANU-40250KD ANU-40250KS 125.0 72.2 320 380 5
75 1243.4 ANU-40275KD ANU-40275KS 156.2 108.3 340 400 5

100 1657.9 ANU-402100KD ANU-402100KS 208.3 144.3 410 470 5

400Vac, 50Hz

Rated
Voltage
[Vac]

Rated Capacity Part No Rated Current [A] Dimension [mm]
Fig

Kvar uF 1-Phase 3-Phase 1-Phase 3-Phase A B

440

2.5 41.1 ENU–44202AKD ENU–44202AKS 5.7 3.3 105 135 2
5 82.2 ENU–44205KD ENU–44205KS 11.4 6.6 145 180 3
7.5 123.3 ANU–44207AKD ANU–44207AKS 17.0 9.8 170 220 4
10 164.4 ANU–44210KD ANU–44210KS 22.7 13.1 190 240 4
12.5 205.5 ANU–44212AKD ANU–44212AKS 28.4 16.4 190 240 4
15 246.6 ANU–44215KD ANU–44215KS 34.1 19.7 230 280 4
20 328.8 ANU–44220KD ANU–44220KS 45.5 26.2 285 335 4
25 411.0 ANU–44225KD ANU–44225KS 56.8 32.8 325 375 4

50 822.1 ANU–44250KD ANU–44250KS 113.6 65.6 340 400 5

440Vac, 50Hz

Rated
Voltage
[Vac]

Rated Capacity Part No Rated Current [A] Dimension [mm]
Fig

Kvar uF 1-Phase 3-Phase 1-Phase 3-Phase A B

415

1.5 27.7 DNU–41201AKD DNU–41201AKS 3.6 2.1 105 125 1

2.5 46.2 ENU–41202AKD ENU–41202AKS 6.0 3.5 90 125 2

5 92.4 ENU–41205KD ENU–41205KS 12.0 7.0 130 165 3

7.5 138.6 ENU–41207AKD ENU–41207AKS 18.1 10.4 130 165 3

10 184.8 ENU–41210KD ENU–41210KS 24.1 13.9 200 235 3

12.5 231.0 ANU–41212AKD ANU–41212AKS 30.1 17.4 180 230 4

15 277.2 ANU–41215KD ANU–41215KS 36.1 20.9 230 280 4

20 369.6 ANU–41220KD ANU–41220KS 48.2 27.8 285 335 4

25 462.1 ANU–41225KD ANU–41225KS 60.2 34.8 335 385 4

30 554.5 ANU–41230KD ANU–41230KS 72.3 41.7 210 270 5

35 646.9 ANU–41230KD ANU–41230KS 84.3 48.7 255 315 5

40 739.3 ANU–41240KD ANU–41240KS 96.4 55.6 255 315 5

50 924.1 ANU–41250KD ANU–41250KS 120.5 69.6 300 360 5

415Vac, 50Hz

Rated
Voltage
[Vac]

Rated Capacity Part No Rated Current [A] Dimension [mm]
Fig

Kvar uF 1-Phase 3-Phase 1-Phase 3-Phase A B

505

20 208.0 ANU-50120KD ANU-50120KS 39.6 22.9 170 230 5

30 312.0 ANU-50130KD ANU-50130KS 59.4 34.3 210 270 5

50 520.1 ANU-50150KD ANU-50150KS 99.0 57.2 260 320 5

75 780.1 ANU-50175KD ANU-50175KS 148.5 85.7 315 375 5

100 1040.1 ANU-501100KD ANU-501100KS 198.0 114.3 410 470 5

505Vac, 60Hz

Rated
Voltage
[Vac]

Rated Capacity Part No Rated Current [A] Dimension [mm]
Fig

Kvar uF 1-Phase 3-Phase 1-Phase 3-Phase A B

530

50 472.2 ANU-53150KD ANU-53150KS 94.3 54.5 260 320 5

75 708.2 ANU-53175KD ANU-53175KS 141.5 81.7 320 380 5

100 944.3 ANU-531100KD ANU-531100KS 188.7 108.9 430 490 5

530Vac, 60Hz

Notice) The above information subject to change, so please contact us before purchasing.

Notice) The above information subject to change, so please contact us before purchasing.

Low voltag power capacitor Low voltag power capacitor
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